
9 PIN input

9 PIN inputZoom in + out

Digital Video Processor

HDVP / UDVP 

HDVP = HDMI Digital Video Processor

UDVP = USB Digital Video Processor

Input:  RSX-i / RSX-iP

Output: HDMI with 100% galvanic isolation and Zoom +/-

  USB with 100% galvanic isolation

HDVP UDVP
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Status LEDStatus LED

Integral LED

Distal End / Chip on the Tip

3. 9 mm / 2.9 mm Paediatrics
Leakage test

Status LED

Video Rhino Laryngoscope

RSX-i / RSX-iP (Paediatrics) 

For interchangeable Systems

Interchangeable probe RSX-i = 3.9 mm diameter

Interchangeable probe RSX-iP (Paediatrics) = 2.9 mm diameter

Connectable with: HDMI digital video processor

   USB digital video processor

Interchangeable System  -  100% galvanic separated  (power supply and USB signal)

RSX-i  =  3.9mm | CMOS 400x400 | FOV 90°

RSX-iP  =  2.9mm | CMOS 400x400 | FOV 90°

SYSTEM
RSX-i HDMI / 
RSX-iP HDMI

HDMI MonitorHDVPC
on

fi g
ur

at
io

ns

 orlvision GmbH  - Gewerbestrasse 17  - D-35633 Lahnau  -  Tel.  +49 (0) 64 41 67 92 98-0   -   info@orlvision.com  -  www.orlvision.com


